
OSET BIKES DIAGNOSTIC CHART 2016 

Are the batteries connected and 
fully charged? 

NO 

YES 

Charge and reconnect 

Check the fuse. Is the fuse OK? 
NO 

Identify reason & replace 

Are the throttle lights on? 

Check if there is power to the key 
switch 

YES 

NO 

NO 
Re-check batteries and connections 

YES 

Check if there is power from the 
key switch NO 

Replace key switch 

YES 

Check if there is power to the 
controller via the yellow cable 

NO 
Check the handlebar switch     

works correctly 

YES 
Replace wiring loom 

Replace handlebar switch 
NO 

YES 

Check the throttle battery lights 
function correctly 

NO 
Replace throttle 

YES 

With throttle lights working, does 
the relay ‘click’ when turning the 

bike on? 

YES Suspected throttle / controller.    
Replace throttle with known   

working unit first. 

NO 

Check voltage to the relay 

NO 
Replace controller 

YES 

Check the resettable fuse has      
not blown 

YES 
Replace fuse / wiring loom 

NO 

Check the motor / motor brushes 

NO 
Replace motor / motor brushes 

YES 

Check the relay functions correctly 

Replace relay 

NO 

YES Replace controller 

YES 

With the key and handlebar 
switches turned on, does the bike 

run at all? 

NO 

INTERMITTENT 
Suspect resettable fuse. 

Check current across large relay 
contacts 

1 

2 

3 

4 

5 
6 

7 

8 

9 

10 
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YES, WITHOUT DIAL ADJUSTMENT 

Suspect failed potentiometer (s) 


